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Application
Dry matter content up to 16 %

Substrate temperature up to 160 F

pH-value 6.5 - 8.5

Technical data
Tube length 13.0 / 16.5 / 19.7 ft

Tube Ø 8.7 x 0.3 in, ss316

25° sealing plate in ss304 other angles as well as ss316 versi-
on on request

Sound pressure level 75 dB(A)

Damping system with special rubber on cylinder wall bracket 
and in hinged brackets

Oil inspection glas for monitoring the tightness

Agitator completely manufactured in modular design

POM protection to minimize abrasion 

Motor
Performance IE3-Motor: 25 / 30 hp

PTC thermistors as overheat protection

Ex-Motor: E II 3G Ex nA IIA T3 Gc (ex-zone 2)

Gear
Spur gear drive, helical teeth, low noise level

Reduction ration i = 18.0

Longlife gear oil

Oil change after 12,000 operating hours

Bearing
Bearing housing with oil chamber

2 tapered roller bearings to absorb the axial forces

Mechanical seal SiC/SiC, independent of rotation direction

Interim slide bearings for the drive shaft

Propeller
3-blade high efficiency propeller,  
dynamically balanced

AMX 5 25.0 hp propeller XT 1600-25 95 rpm

AMX 6 30.0 hp propeller XT 1600-30 95 rpm

ss304, ss316

Adjustment range
Sealing plate 64 x 68 in, 25° preset, other ranges on request

Vertical inclination through hydraulic cylinder

Tank opening (WxH): 4.0 x 4.6 ft

Ex-zone
Ex-Zone 2 (outside tank) and Zone 1 (inside tank)

Classification mechanical components:  
C E II 2G Ex h IIA T3 Gb

Control box
Requirement on site: Frequency converter mandatory

GIANTMIX AMX  
TOP MOUNTING

AMX 5 185-95
AMX 6 220-95
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AMX 5 25 60 18 95 63 1,639 7.7 42,796 3,968

AMX 6 30 60 18 95 63 1,904 8.4 46,230 3,968

GIANTMIX AMX  
TOP MOUNTING

AMX 5 185-95
AMX 6 220-95

 

Subject to technical changes
* measured in water and 3.94 ft distance
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